CAP BLOCK —\

1/2" EXPANSION JOINT MATERIAL

/7 SIDEWALK (BY OTHERS)

TOP COURSE PLACED
UP-SIDE-DOWN TO
ALLOW FOR CAP BLOCK

GEOHOLD PRO
BLOCK

1.7°

1/2" EXP. JT. MATERIAL

SIDEWALK (BY OTHERS)

6" MINIMUM COMPACTED
GRANULAR-BASE
LEVELING PAD

T = = “‘w"‘f“_

\ N

N
XA
//\\/
\\/

12" (MIN) OF FREE-

e ‘\\/\ DRAINING AGGREGATE

z REINFORCEMENT |

LENGTH

6“ |

2|_0||

—— =TT TSI T\:TWTW éiz

4"@ MIN DRAIN PIPE
(ELEVATION VARIES)

Scale: Drawn by:
This drawing is for illustrative purposes only and should not be used for H.
(lllll ’ construction without the signature of a registered professional engineer. G eO H Old P rO Retal n I n g Wa.l I SyStem None DA
Date: Drawing number:
07/24/23 GHP12

ANCHOR

DIAMOND

www.anchordiamond.com
© 2023 ANCHOR Engineering, LLC®

and © 2023 ANCHOR DIAMOND Group. All rights reserved

Typical Cross Section with Sidewalk




