
THE SLEEVE-IT PRODUCT SHALL BE EVENLY SPACED.

USE OF THE SLEEVE-IT SYSTEM IS LIMITED TO THE FOLLOWING

FENCING APPLICATIONS WITHOUT CONSIDERATION OF WIND LOAD:

· 8-FOOT HIGH AND UNDER CHAIN LINK FENCES

· 6-FOOT HIGH AND UNDER WOOD FENCE WITH GAPS

BETWEEN BOARDS

· 6-FOOT HIGH AND UNDER BALUSTRATDE PVC, STEEL,

ALUMINUM, OR WROUGHT IRON FENCES

REINFORCED

BACKFILL ZONE -

COMPACT TO 95%

MDD PER ASTM D698.

MIN  1.7°

MAX 7.1°

CAP BLOCK

SET POSITION OF SLEEVE

IMMEDIATELY BEHIND

TOPMOST SRW UNIT

FENCE POST*

INSTALL 12"ØX24" DEEP SLEEVE-IT DURING

CONSTRUCTION OF WALL.  SET FENCE POST

IN CONCRETE AFTER BACKFILLING.

FILL SLEEVE W/ CONCRETE,

SET FENCE POST
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Diamond Pro® PS Retaining Wall System

Typical Fence Section with Sleeve-It
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