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 L A Y I N G  P A T T E R N S

17% Paver A (6 x 3 x 2 3/8)

33% Paver B (6 x 6 x 2 3/8)

50% Paver C (6 x 9 x 2 3/8)

OFFSET RUNNER PATTERN 45° & 90° HERRINGBONE DOUBLE STANDARD - STANDARD 1

 S H A P E S  &  S I Z E S
HALF STANDARD

112.5 x 112.5 x 60mm
47/16 x 47/16 x 23/8"

STANDARD | 60MM

112.5 x 225 x 60mm
47/16 x 87/8 x 23/8"

DOUBLE STANDARD | 60MM

225 x 225 x 60mm
87/8 x 87/8 x 23/8"

STANDARD | 80MM

112.5 x 225 x 80mm
47/16 x 87/8 x 31/8"

CLASSIC
STANDARD
THE MODULAR SIZES AND CLEAN 
LINES ALLOW FOR COMPLETE 
INTERCHANGEABILITY IN BOTH 
RESIDENTIAL AND COMMERCIAL 
APPLICATIONS

Moduline Series
2-piece Pattern GG
33% 12 x 24
67% 24 x 24

Moduline
Herringbone

100% 6 x 12 or 12 x 24

Check with your local Belgard Representative for product availability and colour options.

•	 Multiple sizes for limitless  
design options

•	 DuraFusion face mix colour profile

•	 Available in 60mm and 80mm

•	 Manufactured to CSA A231.2 
specification

•	 Concrete strength: 8000 PSI  
(55 MPA)

 F E A T U R E S  &  B E N E F I T S

D U R A F U S I O N ™

Unmatched Durability

See Belgard.com/Durafusion 
for more details

M E T R O P O L I TA N  C O L L E C T I O N


